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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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Indian Standard 

SPECIFICATION FOR 
POLYESTER COTTON BELTING DUCK 

0. FOREWORD 



0,1 This Indian Standard was adopted by the 
Bureau of Indian Standards on 15 April 1988, 
after the draft finalized by the Industrial/ 
Engineering Fabrics and Geotextiles Sectional 
Committee had been approved by the Textile 
Division Council. 

0.2 Polyester cotton belting duck is finding in- 
creasing use in the manufacture of conveyor 
beltings and PVC coated belting for use in mines. 
It is hoped that the Indian Standard would help 
in the manufacture of satisfactory quality of 



beltings. 

0.3 For the purpose of deciding whether a parti- 
cular requiremejat of this standard is complied 
with, the final value, observed or calculated, ex- 
pressing the result of a test or analysis, shall be 
rounded off in accordance with IS : 2-1960*. 
The number of significant places retained in the 
rounded off values should be the same as that 
of the specified values in this standard. 



*Rules for rounding otf numerical values ( revised ). 



1. SCOPE 

1.1 This standard prescribes the requirements 
of five varieties of polyester cotton belting duck. 

2. MANUFACTURE 

2.1 Yarn — The polyester filament yarn and 
cotton yarn used in the manufacture of belting 
ducks shall be satisfactory in evenness and reaso- 
nably free from neps, spinning and doubling 
defects. 

2.2 Cloth — The belting duck shall be evenly 
and firmly woven in plain weave or its derivative 
that is matt and oxford weave. The duck shall 
be reasonably free from foreign matter and 
defects, such as knots, lumps and irregularities 
of twist in yarn. 

3. REQUIREMENTS 

3.1 The belting duck shall conform to the re- 
quirements given in Table 1 except the linear 
density of polyester and cotton yarn which are 
given for guidance only. 

3.2 The belting duck shall not have moisture 
content more than 5 percent when tested by 
the method given in IS : 199-1973*. 

3.3 The belting duck shall be free from starch 
when tested by the method given in A-3. 



♦Methods for estimation of moisture, total size or finish, 
ash and fatty matter in grey and finished cotton textile 
materials ( second revision ). 



4. PACiQNG 

4.1 The belting duck shall be made into tight 
rolls of 200 metres or any other length as agreed 
to between the buyer and the seller. 

5. MARKING 

5.1 Each roll shall be marked with the following; 

a) Name of the manufacturer, or trade mark; 

b) Name of the material and variety No., 

c) Mass ( g/m^); 

d) Length and width of the roll; and 

e) Month and year of manufacture. 

5.1.1 The belting duck may also be marked 
with the Standard Mark, 

Note — The use of the Standard Mark is governed 
by the provisions of the Bureau of Indian Standards Act, 
1986 and the Rules and Regulations made thereunder. 
The Standard Mark on products covered by an Indian 
Standard conveys the assurance that they have been pro- 
duced to comply with the requirements of that standard 
under a well-defined system of inspection, testing and 
quality control which is devised and supervised by BIS 
and operated by the producer. Standard marked pro- 
ducts are also continuously checked by BIS for confor- 
mity to^ that standard as a further safeguard. Details 
of conditions under which a licence for the use of the 
Standard Mark may be granted to manufacturers or 
producers, may be obtained from the Bureau of Indian 
Standards. 

6. PACKAGING 

6.1 The rolls shall be tightly wrapped with a 
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TABLE 1 REQUIREMENTS OF POLYESTER COTTON BELTING DUCK 

( Claused A ) 






Variety 
No 


Warp 




Weft 


Ends per 
dm 


Picks per 
dm 


Mass 


Breaking Strength, 
on 2-5 X 20 cm 
Strip 


Length Width 




Polyester 
Filam^t Yam 


Cotton 
Yam 


Polyester 
Filament Yam 


Cotton 
Yam 






1 ■ ■ "i 
Warpway Weftway 




(I) 


(2) 


(3) 


(4) 


(5) 


(6) 


(7) 




(8) 


(9) 

N 


(10) 

N 


(11) (12) 
m cm 


i. 


llOliex 


84 tex 


110 tex 


84 tex 


142 


44 




400 


2 200 


800 




2. 


110 tex X 2 


84 tex 
(2 ends) 


110 tex X 2 


84 tex 
(2 ends) 


96 


32 




575 


3 175 


I 175 




3. 


110 tex X 2 


84 tex 
(2CTds) 


110 tex X 2 


(84 tex 
(2 ends) 


132 


48 




815 


4 400 


1 875 


As agreed As agreed 


4. 


no tex X 3 


84 tex 
(3 ends) 


110 tex X 3 


84 tex 
(3 ends) 


92 


36 




890 


4 900 


2 075 




5. 


110 tex X 4 


84 tex 
(4 ends) 


110 tex X 4 


84 tex 
(4 ends) 


102 


40 




1 150 


6 125 


2 300 




Tolerance, 
percent 


— 


— 


— 


— 


±2-5 


±4 




±2-5 


— 


__ 


+ 1.0 ±] 
—0.5 


Method of 
test 


— 


— 


— 


— 


IS : 1963 - 


1981* IS : 


1964 


- 1970t 


IS : 1969- 1985J 
(see also A-2 ) 




IS : 1954 - 1969§ 



Note 1 — 1 N = 0* 102 kgf approximately. 

Note 2 — The polyester cotton belting duck is union fabric with polyester filament and cotton yam both in warp and weft. 

♦Methods for determination of threads per unit length in woven fabrics ( second revision ). 
tMethods for determination of weight per square metre and weight per linear metre of fabrics (first revision ). 
{Methods for determination of breaking load and longation of woven textile fabrics ( second revision ). 
§Methods for determination of length and width of fabrics ( first revision ). 
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layer of polyethylene film of minimum 40 micron 
thickness and with a layer of hessian cloth con- 
forming to Type I of IS : 2818 ( Part 2 )-1971*. 

7. SAMPLING 

7.1 For ascertaining the conformity of belting 
ducks in respect of ends, picks, mass, length, 
width and breaking strength, the number of tests 



♦Specification for Indian Hessian: Part 2 305 and 229 
g/m^ at \6 percent contract regain (first revision ). 



and criteria for conformity as given in IS : 
3919-1966* shall be followed. 

7.2 For ascertaining the conformity of belting 
ducks in respect of moisture and freedom from 
starch, the number of the tests and criteria for 
conformity as given in IS : 5463-1969t shall 
be followed. 



*Methods for sampling cotton fabrics for determina- 
tion of physical characteristics. 

t Methods for sampling of cotton fabrics for chemical 
tests. 



APPENDIX A 

(Clause 33, and Table I) 

METHODS OF TEST 



A-1. CONDITIONING OF TEST 

SPECIMENS AND ATMOSPHERIC 
CONDITION FOR TESTING 

A-1.1 The test specimens shall be conditioned 
for testing and tested in the standard atmosphere 
as given in IS : 6359-1971*. 

A-2. PREPARATION OF TEST SPECIMENS 
FOR DETERMINING BREAKING 
STRENGTH AND ELONGATION 

A-2.1 The general practice in the breaking 
strength tests is to ravel the test specimens to a 
width of 2-5 cm. However, in case of belting 
ducks, where coarse plied yarns are used and the 
ends-picks density is quite low, the strips are 
ravelled to a constant number of threads instead 
of a constant width. For example, if the average 
number of threads for 2-5 cm is 25-5, it is custo- 
mary to test three specimens having 26 threads 
and three specimens having 25 threads. Simi- 
larly, prorata adjustments have to be made in 
the number of specimens to be chosen based on 
the average number of threads per 2-5 cm. 

A-2.2 Six warpway and six weftway specimens 
are cut from different portions of sample under 
test, at random in such a way that no two test 
specimens shall contain the same set of threads. 



In case of warpway testing, the specimen of 75 mm 
width shall be ravelled to the desired number 
of ends and in case of weftway testing, the speci- 
men of 50 mm width shall be ravelled to the de- 
sired number of picks. 

A-23 Recommended rate of traverse is 460 
± 15 mm./mjn, generally. 

A-2.4 The test specimens shall be suitably 
padded to avoid slippage from the jaws during 
testing. 



A-3. DETERMINATION 
COKIENT 



OF STARCH 



*Method for conditioning of textiles. 



A-3.1 Test Specimen — From the test sample, 
cut a piece weighing about 10 g. Shred the piece 
into small bits and mix them thoroughly. Uraw 
from the pieces so shredded a te^t specimen of 
about 5 g. 

A-3.2 Procedure — Boil the test specimen in 
about 20 mi of distilled water in a conical flask 
for about 45 minutes. Cool the contents in the 
flask. Put a drop of iodine solution on a small 
quantity of content taken from the flask. 

A-3,3 Report — Observe whether there is any 
appearance of blue colour. Report the material 
to be free from starch if no blue colour is 
observed. 



BUREAU OF INDIAN STANDARDS 



Headquarters: 



Manak Bhavan, 9 Bahadur Shah Zafar Marg, NEW DELHI 110002 
Telephones: 3310131, 3311375 



Telegrams: Manaksanstha 
(Common to all oflBccs) 



Regional Offices: '^^i-r:- Telephone 

Central: Manak Bhavan, 9 Bahadur Shah Zafar Marg, NEW DELHI 110002 3310131, 3311375 

♦Eastern: 1/14 C.LT. Scheme VII M, V.I.P. Road, Maniktola, CALCUTTA 700054 362499 

Northern: SCO 445-446, Sector 35-C, CHANDIGARH 160036 21843, 31641 

Southern: C.LT. Campus, MADRAS 600113 412442. 412519, 412916 

tWestem: Manakalaya, E9 MIDC, Marol, Andheri (East), BOMBAY 400093 6329295 

Branch Offices: 

•Pushpak' Nurmohamed Shaikh Marg, Khanpur, AHMADABAD 380001 26348, 26349 
Peenya Industrial Area, 1st Stage, Bangalore-Tumkur Road, BANGALORE 560058 384955, 384956 

Gangotri Complex, 5th Floor, Bhadbhada Road, T.T. Nagar, BHOPAL 462003 66716 

Plot No. 82/83, Lewis Road, BHUBANESHWAR 751002 53627 

53/5 Ward No.29, R,G. Barua Road, 5th By-lane, GUWAHATI 781003 — 

5-8-56C L.N. Gupta Marg (Nampally Station Road), HYDERABAD 500001 221083 

R14 Yudhister Marg, C Scheme, JAIPUR 302005 63471, 69832 

117/418 B Sarvodaya Nagar, KANPUR 208005 216876, 218292 

Patliputra Industrial Estate, PATNA 800013 62305 

T.C. No. 14/1421, University P.O., Palayam, TRTVANDRUM 695035 62104, 62117 

Inspection Offices (With Sale Point): 

Pushpanjali, First Floor, 250A West High Court Road, Shankar Nagar 

Square, NAGPUR 440010 25171 

Institution of Engineers (India) Building, 1332 Shivaji Nagar, PUNE 411005 52435 



♦Sales Office in Calcutta is at 5 Chowringhee Approach, P.O. Princep Street, Calcutta 700072 276800 

fSales Office in Bombay is at Novelty Chambers. Grantfload, Bombay 400097 896528 



The Central Electric Press, Delhi-7 



